
Fitting Instructions: HON02H 

Vehicle: Honda CRV Wagon (03/2007 – 10/2012) 

Towing Capacity: 1500kg 

Fitting Kit: 4x M10 x 35mm fine thread bolts, star & flat washers 

1x M16 x 50mm bolts, nuts, spring and flat washers 

1x 16mm offset / angled hole plate 

2x ‘D’ shackles 

2x Towbar Rating Labels 

1. Remove rear bumper. 

2. Remove rear most exhaust rubbers allowing muffler to drop away to gain access to chassis. 

3. Using M16 x 50mm bolt supplied, mount towbar to centre tie down hook complete with plate, 

spring and flat washer – do not tighten at this stage. 

4. Fit 2 x 10mm bolts to front of car existing holes in sub-frame - 1 either side, complete with star 

and flat washers. Do not tighten at this stage. 

5. Fit 2 x 10mm bolts to rear of car existing holes in sub-frame - 1 either side, complete with star 

and flat washers. 

6. Tighten all bolts. 

7. Measure centre of bumper skirt. Cut 45mm either side of centre and 185mm up from bottom. 

Refit exhaust rubbers & rear bumper. 

Rear bumper 

      90mm 185mm 

8. Apply Towbar Rating Labels to driver’s side door sill and non-removable part of the towbar. 
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