
Fitting Instructions: VOLK01H 

Vehicle: VW Transporter (10/1996 – 07/2004) 

Towing Capacity: 2000kg 

Fitting Kit: 
1x 16 x 45mm bolt, nut, spring & flat washer 

1x 3 x 3 x ½ with 16mm clearance hole plate 

1x 1½ x ⅜ bolt, nut Star & flat washer 

4x 1¼ x ⅜ bolts, nuts, Star & flat washers 

2x ‘D’ Shackles 

2x Towbar Rating Labels 

1. Remove 2 bumper bar holding bolts on passenger side. 

2. Mount tow hitch angle bracket using bolts supplied complete with spring & flat washers, tighten. 

3. Fit tow hitch to angle bracket using ⅜ bolts supplied complete with star & flat washers, do not 

tighten at this stage. 

4. Fit 16mm bolt with large plate supplied to drivers side tie down hook. 

5. Tighten ⅜ bolts on passenger side bracket. 

6. Tighten 16mm bolt on driver’s side. 

7. Drill (10mm) remaining 2 holes via tow hitch (one either side rear sub frame), fit bolts supplied 

complete with star & flat washers, tighten. 

8. Check all bolts for tightness. 

9. Apply Towbar Rating Labels to driver’s side door sill and non-removable part of the towbar. 
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